
Highlights

Distributed I/O Within the Substation or 
on the Distribution Feeder

The QEI DIO 9100/9110 will interface 
with status, analog, control and 
accumulator points within your 
substation, or beyond, using hardwired 
inputs and industry-standard protocols 
such as QUICS, DNP3. & more. Able to 
be mounted within your substation 19” 
racks, or within pole top enclosures out racks, or within pole top enclosures out 
on the distribution feeder. It can serve as 
a cost effective, general purpose RTU or 
data concentrator for an IED throughout 
your system.

The DIO 9100 provides status, control 
and IED I/O, while the DIO 9110 can 
additionally support standard 
Transducer based analog inputs. 
Configuration is with our Windows® 
based ConfigWiz®.
 

Visit Visit www.qeiinc.com for more 
information

QEI, LLC founded 60 years ago, has been serving the Electric Utility market with products and services in Distribution/Feeder 
Automation, Substations and Control Rooms.  As an ISO9001:2015 Registered Company, QEI offers a dedicated fully staffed 
Customer Service department to support all our hardware and software products with in house product repairs, onsite 

startup/commissioning services and training in a location of your choice, and more.
QEI, “The Solutions Provider” we look forward to serving your needs.

Configuration through 
ConfigWiz 2.0® or 1.0® Windows Software

Front Panel LED Indicators for
easy assessment of operation

Easy to use Windows based configuration 
software

IRIG-B interface for Time Synchronization IRIG-B interface for Time Synchronization 
and Event Time Stamping for SOEs

Soft and Dip Switch Addressable

Cabinet or Rack Mounted , 2U

Able to use DNP3, QUICS, & more
Protocol (Client and Server)

Expandable to include DC
Analog Inputs

Serial and Ethernet communication Serial and Ethernet communication 
interface with copper and fiber

Local Remote Switch for safely 
isolating controls

DIO-9100/9110
Distributed I/O


